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Professional Benchtop Gas char grill with lava rocks over 
the buners.

Heavy-duty construction made from premium CrNi 18/10
AISI 304 stainless steel with Scotch-Brite satin finish. It
features a 1mm thick worktop, rounded edges, chrome
details, and a rear splashback. 

Waterproof chromed knobs with an IPX5 waterproof
rating

High-efficiency gas burners are equipped with piezoelectric 
ignition, a pilot light, and safety features including a
thermostatic valve and thermocouple safety valve.

Heavy-gauge grill container houses the lava rocks, with 
burners directly underneath to create the perfect 
char-grilled taste and flavor as fats drip onto the rocks.

Removable Large capacity liquid grease collectors and 
easy waste water drain connection for emptying out the 
tank.

Designed for easy maintenance and serviceability,
with all parts accessible by simply removing the front 
control panel.

Technical specifications 

External Size

External Width    400mm

External Depth    600mm

External Height    280mm

Weight

Net weight    

Package weight    41kg

Warranty

2 Year Warranty
*Subject to a prevanttitive maintence plan 

2 years parts and labour

Connection requirements  Gas

Gas Consumption 

Gas Connection  

  

21 Mj/hr

1/2" M GAS

 

Technical Features

Burner[s] Power

Plate Size

21 Mj/hr

38cm x 42.5cm

DATA SHEET
Lotus CWT-64G 400mm Gas
Benchtop Lava Rock Char Grill
16250450 60-SERIES

LPG NAT



We reserve the right to alter specifications without notice.
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DATA SHEET
Lotus CWT-64G 400mm Gas
Benchtop Lava Rock Char Grill
16250450 60-SERIES

LPG NAT
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Data plate

Gas connection ISO 7-1 1/2" M


